
 

 
 

 w
w

w
.t

yp
h

o
o

n
-f

an
s.

co
m

 



 

 
 

In case of fire, transpor-
table ppv fans enable an 
effective ventilation, in 
order to get rooms or buil-
dings free of smoke, heat 
or flames improving op-
portunities and better con-
ditions for fire fighting ac-
tion forces. 

 
 
 
 
 

RENZ Feuerwehrservice your production, sales and service partner 
 

We, your production, sales and service partner would like to introduce ours-
elves as an competent partner for fire fighting equipment, as well for rescue 
services. 

We offer different ventilation variants with water turbine, but also petrol PPV and 
electric driven, each optimised for the particular intended operation purpose. 
. 

· Production of the TYPHOON aeration devices, these are now produced 
exclusively in Germany and distributed worldwide 

· Production of the trolleys, they are made according to the customer's re-
quirements 

· Proficient pump repair from almost all manufacturers – with subsequent 
tests on our own pump test bench 

· Reconstruction of pumps and piping /adaptation of fire fighting vehicles 
and individual special designs (according to customer requirements) 

· Service and installation of HALE FOAM systems 
· Sale entire product portfolio from Hale, Godiva, Class 1 

Here is a brief overview of our service portfolio: 

Battery PPV 21AF.1 Overpressure ventilation 
explosive areas  
Directive 2014/34/EU  

Venting adapter for fans 

with water turbines and 

electric drive 

30H25 AirFlow with  
HONDA iGX800 motor 

Handle and wheels 21W10  SmokeEjector with 
gasoline drive, water tur-
bine drive or  

NEW Products 



 

 
 

Model Art.-No Description Air volume  
(AMCA210) 

Dimensions  
(h x w x d)mm 

Weight/ 
Brutto 

kg 
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21W10 016-00084/02 21 inch Water turbine driven ppv fan, 10hp  
ATEX approval certification EXII 2GD cIIC T6(80°C) 24.000 m3/h 640 x 625 x 440 16kg 

30W22 016-00095/02 30 inch Water turbine driven ppv fan, 22hp 
ATEX approval certification EXII 2GD cIIC T6(80°C) 50.976 m3/h 900 x 890 x 550 40kg 
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18E2,2 736-1800-22-0  18 inch Fan, with E-Motor, 230V, 50Hz, 2,2kW 15.000 m3/h 570 x 480 x 440 30kg 

21E2,2 736-2100-22-0  21 inch Fan, with E-Motor, 230V, 50Hz, 2,2kW 20.000 m3/h 680 x 625 x 450 32kg 

18E3,0-FU 736-1800-30-FU 18 inch Fan, with E-Motor,  220V, 50Hz, 3,0kW+ Variable Speed (Frequency converter) 16.500 m3/h 570 x 480 x 440 32kg 

21E3,0-FU 736-2100-30-FU  21 inch Fan, with E-Motor, 220V, 50Hz, 3,0kW, + Variable Speed (Frequency converter) 20.000 m3/h 680 x 625 x 450 33kg 

21EEx2,2 736-2100-FU_EEx 21 inch PPV Fan, EEx E-Motor, 380V, 50Hz, 2,2kW,   / PPV fan for intended use in potentially ex-
plosive areas Directive 2014/34 / EU  16.500 m3/h 680 x 625 x 440 35kg 

30EEx5,5 736-3000-55_EEx 30 inch PPV Fan, EEx E-Motor, 400/690V, 50Hz, 5,5kW,   /   PPV fan for intended use in potentially 
explosive areas Directive 2014/34 / EU  38.000 m3/h 900 x 890 x 550 86kg 
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 18H5 AirFlow 556-3618-05-0 18 inch, Honda GX160/ 5,0 hp,  Air cooled, 4-stroke, recoil start, petrol / Direct Driven 16.000 m3/h 550 x 480 x 470 31kg

 21H6,5 AirFlow 556-3621-065-0 21 inch, Honda GX200/ 6,5 hp,  Air cooled, 4-stroke, recoil start, petrol / Direct Driven 22.000 m3/h 650 x 575 x 470 34kg

27H9 AirFlow 556-3627-09-0 27 inch, Honda GX270/ 9,0 hp,  Air cooled, 4-stroke, recoil start, petrol driven 30 000 m3/h 860 x 790 x 590 57kg 

30H13 AirFlow 556-3630-13-0 30 inch, Honda GX390/ 13,0 hp,  Air cooled, 4-stroke, recoil start, petrol driven 44 000 m3/h  900 x 820 x 630 68kg 

18W10 016-00073/02 18 inch Water turbine driven ppv fan, 10hp  
ATEX approval certification EXII 2GD cIIC T6(80°C)  m3/h 570 x 480 x 440 14kg 

 Overview Product Range 

All performance data are actual volume flow rates by the device, with consideration of lateral entrained air beside We therefore reserve the right to amend specifications without notice or obligation. 

VENTILATION FAN 
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21AF.1 550-3000-48-1 21 inch Battery PPV, with DC-Motor, 1000W, 48V, 12.000 m3/h 600 x 575 x 235 25kg 
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SE16H4 645-1600-04-0 SmokeEjector 16 inch, Honda GX120/ 4,0 hp,  Air cooled, 4-stroke, recoil start, petrol  10.000 m3/h 495 x 500 x 470 28kg 

SE18H5 645-1800-05-0 SmokeEjector 18 inch, Honda GX160/ 5,0 PS,  Air cooled, 4-stroke, recoil start, petrol  16.000 m3/h 530 x 550 x 505 40kg 

SE21W10 645-2100-10-0 SmokeEjector  21 inch Water turbine driven ppv fan, 10hp  24.000 m3/h 630 x 580 x 430 30kg 



 

 
 

Ventilation and exhaust of pits, shafts, tunnels 

Options 
 

· Comprehensive tilt control for Typhoon 30W22 

· Retractable handle and  tyres for easy  
manoeuvrability for Typhoon 21W10 

· Spiral ducts 

· Hard wearing vinyl cover 
 

 Key features 
 

· Lightweight aluminium frame 
· Strong thermoplastic shroud 
· Antistatic characteristics - ATEX approval certification 

EXII 2GD cIIC T6(80°C) 
· Misting nozzle(s) 
· Drain valve 
· Range of inlet/outlet connections available - ISO 2.5inch 

BSP, NST 2.5inch Instantaneous type, Storz type  
· Resistant thermoplastic shovel cladding Sheets made of 

glass fiber reinforced polyamide (PACAS) 

Angle adjustment: up to 45° 

 

The Typhoon water turbine series is in use throughout the world. Highly effec-
tive on the fireground and dependable in operation, the Typhoon is a lightweight 
and cost-effective piece of high quality equipment that can save vital seconds, 
for resque services to enable even faster rescue, where speed of rescue is cru-
cial to improve the chances of survival. 
The Typhoon Water Turbine range offers a safe solution where flammable gas-
es or liquids are present.  
 
 
 

The secret of our Typhoon is the driving force of Water turbines. The equipment 
is maintenance-free, because there is no use of another motor. You only have 
to connect it with any pump unit or connect it with a hydrant. 
The new Typhoon is also setting new standards in safety and security. It is op-
erated without electrical power or petrol: no electric spark, no carbon monoxide. 
 

The Typhoon is with his less than 14 kgs or respectively 34 kgs a portable and 
compact lightweight construction. With up to 850 m³ per minute, he brings  
more power than every other ventilation system, smoke and toxic gases are 
displaced faster than with every other equipment. 
 
 
 
If required, you can use the 
spray mist for suppression of 
toxic gases or steam 
 
 

The object of a PPV fan is to 
provide effective ventilation that 
will remove heat, smoke and 
toxic gases away from fire 
fighting personnel during  
operations. 
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30W22

Biggest in performance,  
compact, maintenance-free! 

  21W10 30W22 
Item No 016-00084/02 016-00095/02 

Air volume (AMCA210)  23.789m3/h 50.976m3/h 

Air volume (AMCA240)  36,159m3/h  77,484m3/h 

Diameter, fan 21 inch (533mm) 30 inch (762mm) 

Fanblades 
8 x anti-static, glass reinforced, 
polyamide  blades (PACAS) 

12 x anti-static, glass reinforced, polyamide  
blades (PACAS) 

Drive 10 hp water turbine 22 hp water turbine 
Dimensions (h x w x d)
mm 

 640 x 625 x 440  910 x 890 x 550 

Weight 16kg 40kg 

Additional model  
features 

One man handling. Misting 
feature with on/off control  

Grab handle and wheels for manoeuvrabil-
ity. Misting feature with on/off control  

Specification 

Water Turbine Driven PPV 

We therefore reserve the right to amend specifications without notice or obligation 



 

 
 

   Key Features 
 

· Lightweight aluminium frame    
· Direct-driven ppv 
· Retractable handle and pneumatic tyres (trolley 

with 2 wheels) for easy manoeuvrability 
· Strong thermoplastic shroud (ABS) 
· Single suspended fiberglass-reinforced fanblades 
· Angle adjustment –20 ~ +20 ° 
· Safety handle / tilt adjustment 

High performance, compact in size! 

  21H6.5 AirFlow 

Item No 556-3621-065-0 

Air volume (AMCA210)  22.000 m3/h 

Air volume (AMCA240)  > 36.000 m3/h 

Effective air output injec-
tor principle 

 > 63.500m3/h 

RPM 3600 

Diameter, fan 21 inch (533mm) 

Fan blades glass-reinforced, polyamide  blades   

 

Motor Honda GX200 ,  Air cooled,4-stroke, recoil start  

Dimensions 
(h x w x d)mm 

650 x 575 x 470mm 

Weight: Netto /  
Brutto (with gasoline) 31kg  / 34kg  

Specification 
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We therefore reserve the right to amend specifications without notice or obligation 

Angle adjustment range: –20° ~ +20 ° 

Gasoline Driven PPV 

 Options 

· Exhaust hose (1,4 Meter).  

· Misting nozzle(15 Liter)   

· Spray mist ring 

· Spiral duct for forced and exhaust ventilation  

· High-Expansion Foam Adapter / AdFoam     

 

  18H5 AirFlow 21H6.5 AirFlow 

Item No 556-3618-05-0 556-3621-065-0 

Air volume 
(AMCA210) 

 16.000 m3/h  22.000 m3/h 

Air volume 
(AMCA240) 

 > 27.200 m3/h  > 36.000 m3/h 

Effective air output 
injector principle 

> 50.000m3/h  > 63.500m3/h

RPM 3200 3600

Diameter, fan 18 inch (457mm) 21 inch (533mm)

Fan blades

 

Motor 

Honda GX160/ 
3,6kW(4,9hp), Air 
cooled, 4-stroke, 

recoil start  

Honda GX200 / 
4,1kW(5,6hp),  Air 
cooled,4-stroke, 

recoil start  
Dimensions 
(h x w x d)mm 

550 x 480 x 470mm 
650 x 575 x

470mm 

Weight: Netto /  
Brutto (with gasoline) 28kg / 31kg 31kg  / 34kg  

anti-static, glass-reinforced, polyamide  blades   

27H9 AirFlow 

556-3627-09-0 

 30.000 m3/h 

 on test 

on test 

2700 

27 inch (686mm) 

Honda  GX270/ 
6,3kW(8,6hp), Air 
cooled,4-stroke, 

recoil start  
860 x 790 x 

590mm 

53kg / 57kg 

30H13 AirFlow 

556-3630-13-0 

 44.000 m3/h 

 on test 

on test 

2700 

30 inch (762mm) 

Honda  GX390/ 
8,3kW(13hp), Air 
cooled,4-stroke, 

recoil start  

900 x 820 x 630mm 

62kg / 68kg 
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 Options 
 

· Spiral ducts 

· Spray mist ring 

· Low Noise Impeller 

· High-Expansion Foam Adapter / AdFoam 

· Venting adapter for fans with water turbines and 

electric drive 

Specification 

Electro  Motor PPV   
Direkt Drive 

  Key Features 

· Lightweight aluminium frame 
· Strong thermoplastic shroud 
· Retractable handle and  wheels for easy manoeuvrability 
· ON / OFF– switch 
· Connection cable 4 meters with 230V(IP68) safety plug  
· Resistant thermoplastic blade lining 
· Individually suspended glass-fibre reinforced propeller blades 
· Angle adjustment –20 ~ +50° 

Small in dimensions, big in performance! 

  18E2,2 21E2,2 
Item No 736-1800-22-0 736-2100-22-0 

Air Volume AMCA 210 15.000m3/h 20.000m3/h 

Air Volume AMCA 240 > 20.000m3/h > 25.000m3/h 

Effective air output injector principle > 35.000m3/h > 50.000m3/h 

Fan Diameter 18“(457mm) 21“(533mm) 

Motor E-Motor, 230V, 50Hz, 2,2kW, Degree of protection IP 55, air cooled    
mains connection 230V, 50Hz 
Dimension (w x h x d)mm 570x480x440mm 680x625x450mm 

Weight ca. 30kg 32kg 

Additional model features Retractable handle and  wheels for easy manoeuvrability 

We therefore reserve the right to amend specifications without notice or obligation 

Technische Änderungen vorbehalten 



 

 
 

We therefore reserve the right to amend specifications without notice or obligation 
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 Options for E- Motor  PPV  
 Variale Speed  

 

· Spiral ducts 

· Sprühnebelring 

· Low Noise Impeller 

· High-Expansion Foam Adapter /  
AdFoam 

· EEx / Explosion proof electric motor 

· Hard-wearing vinyl cover 
 
 
 

Electro  Motor PPV  
Variable Speed 

 Key Features 

· Variable Speed 

· Lightweight aluminium frame 

· Strong thermoplastic shroud 

· Retractable handle and  wheels for easy manoeuvrability 

· ON / OFF– switch 

· Individually suspended glass-fibre reinforced propeller blades 

· Angle adjustment –20 ~ +50° 

Specification 

  18E3,0_FU 21E3,0_FU 24E3,0_FU 

Item No 736-1800-30-FU 736-2100-30-FU 736-2400-30-FU 

Air Volume AMCA 240 20.000m3/h 30.000m3/h 27.000m3/h 

Effective air output injector principle > 48.000m3/h > 60.000m3/h > 70.000m3/h 

Fan Diameter 18“(457mm) 21“(533mm) 24“(610mm) 

Motor E-Motor, 230V, 50Hz, 3,0kW, Degree of protection IP 55, air cooled   

Mains connection 230V, 50Hz 

Dimension  (w x h x d)mm 570 x 480 x 440mm 680 x 625 x 450mm 770 x  705 x 450mm 

Weight ca. 32kg 35kg ca.36kg 

Air Volume AMCA 210 16.500m3/h 20.000m3/h 25.000m3/h 

Small in dimensions, big in performance! 



 

 
 

 

 Key Features 
 

· Overpressure ventilation devices for intended use in potentially  
explosive areas Directive 2014/34 / EU  

· Electric Ex - motors with different power possible  
· Lightweight aluminum frame  
· Resistant thermoplastic shovel cladding Sheets made of glass  

fiber reinforced polyamide (PACAS)  
· Tilt adjustment: from / to –20 ~ +50 degrees  
· 15 meters of cable  
· Frequency Converter 

Specification 

  Optional / Accessories 

· Plug / coupling: Explosion  
protection code: EEx de II C T6  

· Spiral ducts 

· Hard-wearing vinyl cover 

· High-Expansion Foam Adapter  

· Venting adapter for fans with water tur-

bines and electric drive 

 
Copper– grounding cable 
with plastic sheath, on both 
sides with lugs M8  
provide / 30 m 

Screw clamp,  spark free 
+ ground screw M8 and 

Ground stake from galvani-
sed steel, with T-handle 

30EEx  
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EEx-Electro  Motor 

  21EEx2.2 30EEx5.5  

Item No 736-2100-22_EEx 736-3000-55_EEx 

Air Volume AMCA 210 19.500 m3/h 38.000 m3/h 

Air Volume AMCA 240 30.000 m3/h 58.000 m3/h 

Fan Diameter 21 inch (533mm) 30 inch (762mm) 

Fanblades Glass reinforced polyamide (PACAS)  

Motor 

Ex-Motor, 230/400V, 50 Hz, 
2,2 kW,  3000upm, Degree of 
protection IP 55, air cooled,  
ATEX-II2G Exde IIC T4 

Ex-Motor, 400/690V, 
50Hz,5,5kW, 3000upm, Degree 
of protection IP 55, air cooled , 
ATEX-II2G Exde IIC T4  

Dimension  (w x h x d)mm 
Weight ca. 

680 x 625 x 450mm /  36kg 900 x 890 x 550mm / 86kg 

 Handle and wheels for increased maneuverability 

18EEx1.5 

736-1800-15_EEx 

15.000 m3/h 

22.500 m3/h 

18 inch (457mm) 

Ex-Motor, 230/400V, 50 Hz, 
1,5 kW,  3000upm, Degree of 
protection IP 55, air cooled,  
ATEX-II2G Exde IIC T4 

570 x 480 x 450mm / 32kg 

Frequency Converter  ATEX certified safe disconnection,  EX II (2) GD  /  0-50 Hz., IP 65    

Dimension (w x h x d)mm 
Weight ca. 

250 x 340 x 235mm / 8kg 250 x 340 x 235mm / 8kg 320 x 521 x 300mm / 22kg 

Positive Pressure Fan / II 2G Ex h IIB T4 Gb X + Frequency Conver-
ter ATEX certified, safe shutdown, EX II (2) GD   

Positive pressure ventilation equipment for the use in potentialle explosive 
atmospheres Directive 2014/34/EU 



 

 
 

 Key Features 
 

· Frame made of steel  
· Resistant thermoplastic blade cladding (ABS)  
· Retractable handle and  wheels for easy manoeuvrability 
· Control built into the aluminum housing  
· Membrane keyboard: speed control / LED light / charge 

indicator / battery indicator  
· Speed control: Adjustable 6 levels / 500-3000 upm  
· Tilt adjustment: from / to –90 ~ + 90 degrees  
· Individual suspension of the glass fiber reinforced pro-

peller blades  

 Optional / Accessories 

  TYPHOON 21AF.1 
 Part No. 550-3000-48-1 
Airflow (AMCA210) 12.000 m3/h 
Airflow effektive   > on test  m3/h 
Fan diameter  21 Inch (530mm) 
Operating time  > 60 min / 3000upm. 
Battery Lithium-Ionen  
Loading time  100% dependent on charger in 3-4 hours  
Motor 1000W, 48VDC, air cooled 
RPM  max 3000upm.,  
Fan leaves  Sheets made of glass fiber reinforced polyamide (PAG)  
Charger / power supply  230VAC 50Hz / SHC-8100LB (24V)  
Dimension  (HxBxT)mm 600 x 575 x 235mm ( Folded up) 

Operating weight (with battery)  25,0 kg 

Specification 

Battery PPV, versatile, compact!  

· AdFoam light foam adapter 
· Spray ring 
· Disposable glute / PE-tubular foil for    

foam delivery   
· Spiral ducts for targeted air delivery 

·  Spare battery 

·  Power supply unit 
·  Working light 
·  Safety marking  
·  Cover hood                                                                                                                   
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BATTERY PPV  

We therefore reserve the right to amend specifications without notice or obligation 



 

 
 

   Key Features 
· Highly competitive 
· Compact in  dimensions 
· Single suspended fiberglass-reinforced fan-blades 
· Connection for exhaust hose 
· Low-pressure ventilation and overpressure ventilation  
· Handle and wheels for increased maneuverability  
· Exhaust gas tube adaptor 
· Connection for spiral ducts 

 Options for Smoke Ejector / Gasoline driven  

  SE16H4 SE18H5 SE21W10 
Item No 645-1600-04-0 645-1800-05-0 645-2100-10-0 

Air volume (AMCA210)  10.000m3/h  16.000m3/h  24.000 m3/h 

RPM 3600 3600 3600 

Diameter, fan 16 inch (407mm) 18 inch (457mm) 21 Zoll (540mm) 

Fan blades anti-static, glass reinforced, polyamide  blades   

 
Motor 

Honda 4.0hp/GX120  
Air cooled, 

4-stroke, recoil start  

Honda 5.5hp/GX160  
Air cooled, 

4-stroke, recoil start  
10 PS Water Turbine 

Dimensions 
(h x w x d)mm 495 x 500 x 470 530 x 550 x 505 630 x 580 x 430mm 

Weight  28kg 40kg ca. 30kg 

Specification 

The Smoke Ejector delivers a steady stream of fresh air also in an environment that is difficult to ventilate. 
(This equipment can be used for both Negative and Positive pressure Ventilation)  

· Blades with Airfoil Profile 
· Exhaust hose (1,4 to 2,8 Meter) 
· Spray mist ring 
· delivery, various lengths up to 100 m 

Smoke Ejector devices also with electric drive available 
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 Key Features  
 

· Handle and wheels for increased maneuverability  

· Compact in dimensions  
· Individual suspension of the glass fiber reinforced 

propeller blades  
· Attachment option for spiral ducts  
· Water atomizer with on / off control Various  
· inlet / outlet connections available: Instantaneous ty-

pe, Storz type … 

Water Turbine driven  /  
Smoke Ejector 

Gasoline driven  / 
Smoke Ejector 

SmokeEjector  

· High-Expansion Foam Adapter 
· Spiral ducts for forced and  exhaust ventila-

tion  
· One-way air ducting / PE-sleeve for foam 

delivery, various lengths up to 100 m 



 

 
 

We therefore reserve the right to amend specifications without notice or obligation 

Main features 
 
-  Impeller drive: Toothed belt  
-  LED worklight  
-  Spray ring / D-coupling approx. 85 l/min (6 spray nozzles) 
-  On / Off switch 
-  Ignition key Starter 
-  Speed regulator 
-  Hour meter 
-  Exhaust adapter 

  33H25 AirFlow 

 Item No 556-3633-25-0 

Air volume (AMCA210)  73.000 m3/h 

Effective air output  
injector principle  220.000 m³/h  

Diameter, fan 33 Zoll (840mm) 

RPM 3600 / 2400 

Fan blades 6 x anti-static, glass-reinforced, polyamide  blades    

Motor  HONDA iGX800  Motor 
air-cooled, four-stroke, electric starter / 24,9 PS /18,6KW 

Dimensions (hxwxd)mm 1420  x 980 x 800mm 

Weight:  
(with gasoline) 270,0 kg 

Specification 

R
E

N
Z

 G
m

b
H

   ·     T
el.: +

4
9

(0
)6

0
7

1
 7

3
6

2
2

1
    ·      w

w
w

.typ
h

o
o

n
-fan

s.co
m

 

Angle adjustment range: –5° ~ +15 Gasoline Toothed Belt Driven PPV 

Optional / Accessories 
· Roll container 
· Spiral chutes   
· Adapter for suction operation 
· Disposable chute / PE tubular film for  

foam delivery, length up to 100 metres 
· AdFoam lightweight foam adapter 
· Exhaust hose 



 

 
 

 Options / Equipment     

Diameter range: 18“, 21“,  24“, 27“, 30“ inch 
Length of ducting: From 5 up to 7,5 m. Intermediate 
lengths are possible. The helix, made of PVC coated 
spring steel wire for corrosion protection, is welded on 
externally. 
 
Pitches: 150 mm  
Suspension: optional 
1 row of galvanized suspension hooks, tear strength 
approx. 50 kp  

Spiral duct for forced and exhaust ventilation 

Connection clamp with knee lever  

Knee lever belt allows an easy and quick installation 
without additional tools or installation facilities! 

Each length of ducting has flexible endrings at both ends, made of PVC coated spring 
steel wire.  Cuff ends are available on request.  

High-Expansion Foam Adapter  AdFoam-18“-30“ 

High-expansion foam adapter for gasoline- electro- 
and water- driven  high performance fans 

Reversible Impeller 

For positive pres-
sure and suction. 
 
Reversible Impeller 
for uses with the 
need for reversible 
current directions. 
 

· Extremely low noise levels 
· Lower absorbed power 
· Improved efficiency 
 
 

Blades with Airfoil Profile 

Spray Mist 

With the spray nozzle up to 15 l / min of water can  
be injected into the air stream. All you have to do is 
connect the water hose with the quick coupling to the 
spray nozzle. 

Spray Mist Ring 

Art.Nr. SP0350_R 

Personal security Hard-wearing vinyl cover  

Art.Nr. 351 000 

Art.Nr. SP0450_R 

One-way air ducting / PE-sleeve for foam delivery. 

Diameter range: 18“, 21“,  24“, 27“, 
30“ inch 
 
Various lengths: up to 100 Meter 
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Your TYPHOON dealer   

Stand:  20.02.2024 

   RENZ GmbH     ·     Einsteinstr.10    ·   64859 Eppertshausen / Germany           ·     Tel.: +49 (0)6071 736221     ·        info@typhoon-fans.com 



 

 
 

   Key Features 
 

· Lightweight aluminium frame    
· Direct-driven ppv 
· Strong thermoplastic shroud 
· Single suspended fiberglass-reinforced fanblades 
· Angle adjustment –20 ~ +20 ° 

High performance, compact in size! 

   18H4 AirFlow 

Item No  556-3618-04-0 

   
Air volume 
(AMCA240) 

  > 23.000 m3/h 

Effective air output 
injector principle 

 > 40.000m3/h 

RPM  3600 

Diameter, fan  18 inch  

Fan blades 

 

Motor  
Honda GX120,  Air 

cooled,4-stroke, recoil 
start  

Dimensions 
(h x w x d)mm 

 570 x 480 x 460mm 

Weight: Netto /  
Brutto (with gasoline)  21kg / 24kg  

anti-static, glass-reinforced, polyamide  blades   

21H4 AirFlow 

556-3621-04-0 

 

 > 26.000 m3/h 

> 44.800m3/h 

3600 

21 inch  

Honda GX120,  Air 
cooled,4-stroke, recoil 

start  

650 x 575 x 460mm 

22kg / 25kg  
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We therefore reserve the right to amend specifications without notice or obligation 

Gasoline Driven PPV 

 Options 

· Exhaust hose (1,4 Meter).  

· Spray mist pipes  

· Spray mist ring 

· Spiral duct for forced and exhaust ventila-

tion  

· High-Expansion Foam Adapter / AdFoam     

High performance, compact in size! 
The lightest in its class! 



 

 
 

   Key Features 
 

· Lightweight aluminium frame    
· Direct-driven ppv 
· Retractable handle and  tyres for easy  

  manoeuvrability 
· Strong thermoplastic shroud 
· Single suspended fiberglass-reinforced fanblades 
· Angle adjustment –20 ~ +20 ° 
· Safety handle / tilt adjustment 

High performance, compact in size! 

  18H4 AirFlow  

Item No 556-3618-04-0  

Air volume 
(AMCA210) 

 16.000 m3/h  

Air volume 
(AMCA240) 

 > 26.000 m3/h  

Effective air output 
injector principle 

> 44.800m3/h  

RPM 3600  

Diameter, fan 18 inch (457mm)  

Fan blades 

 

Motor 
Honda GX120, Air 
cooled, 4-stroke, 

recoil start  
 

Dimensions 
(h x w x d)mm 

590 x 550 x 460mm  

Weight: Netto / 
Brutto (with gasoline) 25 kg / 27,1 kg  

anti-static, glass-reinforced, polyamide  blades   
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We therefore reserve the right to amend specifications without notice or obligation 

Angle adjustment range: –20° ~ +20 ° 

Gasoline Driven PPV 

 Options 

· Exhaust hose (1,4 Meter).  

· Spray mist pipes  

· Spray mist ring 

· Spiral duct for forced and exhaust ventilation  

· High-Expansion Foam Adapter / AdFoam     

 



 

 
 

   Key Features 
 

· Lightweight aluminium frame    
· Direct-driven ppv 
· Low noise  Impeller 
· Retractable handle and pneumatic tyres (trolley 

with 2 wheels) for easy manoeuvrability 
· Strong thermoplastic shroud (ABS) 
· Single suspended fiberglass-reinforced fanblades 
· Angle adjustment –20 ~ +20 ° 
· Safety handle / tilt adjustment 

High performance, compact in size! 

  21H6.5 AirFlow 

Item No 556-3621-065-0 

Air volume (AMCA210)  22.000 m3/h 

Air volume (AMCA240)  > 36.000 m3/h 

Effective air output injec-
tor principle 

 > 63.500m3/h 

RPM 3600 

Diameter, fan 21 inch (533mm) 

Fan blades glass-reinforced, polyamide  blades   

 

Motor Honda GX200 ,  Air cooled,4-stroke, recoil start  

Dimensions 
(h x w x d)mm 

650 x 575 x 490mm 

Weight: Netto /  
Brutto (with gasoline) 31kg  / 34kg  
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We therefore reserve the right to amend specifications without notice or obligation 

Angle adjustment range: –20° ~ +20 ° 

Gasoline Driven PPV 

 Options 

· Exhaust hose (1,4 Meter).  

· Misting nozzle(15 Liter)   

· Spray mist ring 

· Spiral duct for forced and exhaust ventilation  

· High-Expansion Foam Adapter / AdFoam     

 


